
Unmatched productivity, performance and value.

12K AUTOMOTIVE 
LIFT SYSTEMSINTRODUCING THE

INDUSTRIAL STRENGTH LIFT SOLUTIONS.
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Image may vary slightly from actual product.
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For more information regarding the 12k Automotive Lifts
call 800.362.4618 (US) or 800.362.4608 (Canada)
www.johnbean.com / www.johnbean.ca

STANDARD FEATURES
12K Two Post Lift Features

EQUIPMENT SPECIFICATIONS
→ Part Number:  EELR537A

→ Capacity:  12,000 lbs  (5,443kg)

→ Rise Height (Screw Pads Highest Position):  78.125”  (198 cm)

→ Overall Adjustable Height:  166” / 175”  (422 / 445 cm)

→ Floor to Overhead Shut Off:  159.5” / 168.5”  (405 / 428 cm)

→ Overall Width:  139.75”  (355 cm)

→ Drive Thru Width:  103”  (262 cm)

→ Arm Reach:  35.75” to 54.5”  (91 to 139 cm)

→ Lowered Pad Height:  5.25” to 7.25”  (13 to 18 cm)

→ Ceiling Height Required:  167” or 176”  (424 of 447 cm)

→ Inside Column Width:  115”  (292 cm)

→ Rise Time:  66 Seconds

→ Maximum Load per Arm:  3,000 lbs  (1,360kg)

→ Power Requirements:  208-230V 1Ph 60Hz

OPTIONAL ACCESSORIES
→ Extension Adapter Kits [Includes Four 3” Stack Extensions, 

Two 6” Stack Extensions and Two Organizer Brackets with 
Mounting Hardware]:  EAK0299T22A

→ Organizer Rack for Stack Adapter Extensions:   
EAK0299T52A

→ Air/Electric Workstation with Filter/Lubrication/ 
Regulator:  EAK0299T27A

→ Two 6” Stack Adapter Extensions:  EAK0299T23A

→ 24” Red Column Height Extension Kit; Adds to Vehicle 
Clearance to Overhead:  EAK0299T51A

→ Optional Voltages are available: 
EAK0299T45A:  208V 3Ph 
EAK0299T46A:  230V 3Ph

→ Light / Medium duty lifting capacity of 12,000 lbs (5,443kg)

→ Overhead installation can be adjusted from 166” to 175”, at the time of installation, to suit your requirements

→ 71” cylinder stroke maximizes clearance below the vehicle

→ Lifting arms maximize your reach to service a wide range of vehicles

→ Optional lift pad height extensions can be configured to meet most vehicle’s recommended pick-up points

→ Superior symmetric two post lifting

→ Heavy-duty two stage front and rear lift arms

→ Insert adjustable screw lifting pads with rubber contact surface for quick and easy vehicle setup

→ Lift pads include two rolled sides for easy truck frame location and security

→ Rubber door guards secure against door to column damage

→ Single point safety lock release system

→ Padded overhead safety shut off bar for improved vehicle clearance

→ Conforms with current ANSI/ALI ALCTV:2011 lift standard




